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Phenolic Resin  (Paper-based Bakelite) 

 Processing Anti-static Punching 

COLOR Orange、Black Black Natural、Black 

HEAT RESISTANCE (°C/2Hr) 100 ~ 120°C 

INSULATION RESISTANCE (Ω) 108 ~ 1010 107 ~ 109 108 ~ 1010 

VOLUME RESISTIVITY (Ω-cm) 108 ~ 1010 106 ~ 109 109 ~ 1013 

SURFACE RESISTIVITY (Ω) 108 ~ 1010 106 ~ 109 109 ~ 1013 

SPECIFIC GRAVITY  (g/cm
3
) 1.4 ~ 1.45 

SIZE (mm) 1020 x 1220 

THICKNESS (mm) 0.5 ~ 50 3 ~ 30 0.3 ~ 2.5 

TOLERANCE (mm) 

(According to different thickness) 
± 0.1 ~ 1.5 ± 0.2 ~ 1.0 ± 0.1 ~ 0.2 

WATER ABSORPTON (%) 1.5 ~ 2 1.5 2 ~ 2.5 

THERMAL CONDUCTIVITY (W/m°K) 0.21 

COEFFICIENT OF THERMAL 

EXPANSION (ppm/°C) 
160 

HARDNESS 90±1 90±2 88±2 

FLEXURAL STRENGTH (kgf/mm
2
) 8 ~ 17 8 ~ 15 8 ~ 13 

IMPACT STRENGTH (kgf ·cm/cm
2
) 3 ~ 20 - - 

BONDING STRENGTH (kgf) 350~450 - - 

RESISTANCE 94HB 

※ The above information is for reference only. 
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