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THERMOBSTRUCTOR 

MODEL NUMBER SP-LN 

COLOR White 

ROHS Conformance 

HEAT RESISTANCE  ( °C/2Hr ) 400 °C 

SPECIFIC GRAVITY  ( g/cm3 ) 2.0 

SIZE (mm) 1000 X 1200 

THICKNESS (mm) 2 , 3 , 4 , 5 , 6 , 8 , 10  

THICKNESS TOLERANCE  + 20% 

WATER ABSORPTON  ( % ) 0.05 

HARDNESS  ( HR-R ) 124 

THERMAL CONDUCTIVITY  ( W/mk ) 0.24 

COEFFICIENT OF THERMAL EXPANSION  

( 1/°C ) 

α１ 26 

α 2 43 

X-Y 3 

FLEXURAL STRENGTH  ( MPa ) 

A 145 

200°C 140 

400°C 135 

COMPRESSIVE STRENGTH  ( MPa ) 

A 439 

200°C 430 

400°C 420 

COMPRESSIVE CREEP CHARACTERISTICS 

( % )  200°C / 14.7 MPa 

100 hr 0.1 

400 hr 0.2 

700 hr 0.25 

IMPACT STRENGTH  ( J/cm ) 2.9 

CLEAVAGE STRENGTH  ( kgf ) 316 

ARE RESISTANCE  ( sec ) 345 

FIRE RESISTANCE UL-94V-0 

※ The above information is for reference only. 

https://www.sunnyprocess.com/

